SENC 150

Encoder Installation Manual For:
JET 3PGH-RX Lathe
Longitudinal Z & X Cross Feed Axis

Longitudinal Installation ...

* Supplied with spar hardware
** Supplied with Encoder hardware

10-24 x 5/8"
BHCS (2)

1/4-20 x 1/2" SHSS
(2 per block)

Leveling block

Reading head
mounting plate

* M4 x 8mm SHCS ‘

Spar

[

« Vertical ext.
bracket (see note)

* M6 Flat washer /

SENC 150 Encoder

*1/4-20 x 1-1/4"
BHCS

** 8-32 x 3/4" SHCS (2)

1/4-20 x 1"
BHCS (2)

|
S50
1/4" Flat washer
09" thk, (4) T | \
|

1/4-20 x 3/4"BHCS () — g1 Extension plate

Mounting Information...

These are application instructions for mounting the
longitudinal “Z” & “X” axis SENC 150 encoder.

Before proceeding:

Please read the instructions completely.

Mount Z axis prior to installing the cross feed.
Remove set screws from factory drilled holes.

Keep the reading head centered during installation.
Clean the mounting surfaces.

Save the alignment brackets with the Encoder
Reference Manual after installation is completed.

YYYVYYY

First Steps ...
Machine

v/ Move the carriage to its center of travel.
v/ Mark the axis so that it can be re-centered easily.

Encoder

v/ Unpack encoder in a safe, convenient location.

v Do not remove the reading head alignment
brackets until instructed.

Center reading head ...

Alignment bracket (2)

= Slide the reading head and brackets along the scale
case until the center marks on the scale case and
reading head are aligned.
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SENC 150

Encoder Installation Manual For:
JET 3PGH-RX Lathes, Longitudinal Z Axis

Encoder orientation ...

] Bracket assembly

Carriage
HD Leveling

T block
Spar

Encoder assembly

Bed Reading head

e These instructions will guide you through installing
the encoder as shown in this view.

Encoder/Spar assembly ...

Insert the **M4 SHSS into

/ the top of the spar

Encoder

e

Flush side (1 & 2)

= Insert the encoder into the spar as shown, and
center from end to end. Tighten the center set
screw only.

Cable exit ...

Viny| cable grommet

Cover plate

Armor cable hex crim
T-10 Torx screw (2) mp

= Determine the cable exit direction before installing
the encoder.

= To change the cable exit direction, remove the cover
plate and rotate the cable 180°.

Bracket assembly ...

10-24 x 5/8"
BHCS (2) ~—

Vertical ext.
bracket
Mounting plate

Extension plate
(Plate can /

mount either
right or left
handed)

1/4" Flat washer é
09" thk. (2) ™~ é
1/4-20 x 3/4" BHCS \ﬁ ﬁ
@
= Assemble the brackets, fully extending the
extension plate.

Bracket attachment ...
Reading head bracket

asseny
<

=
~
=

Mounting plate
(shown exploded for

S
** 832 x 5/8" SHCS (2)

= Temporarily attach the bracket assembly to the
reading head for locating purposes.

Spar / encoder installation ...

cribe lines along top and
one end of spar

Spar with
encoder

Reading head
bracket assembly
= With the carriage at its center of travel, position the
spar to the side of the bed, and the bracket
assembly to the carriage.

= Locate the assembly so that a suitable mounting
position is provided for both the encoder to the bed,
and the bracket assembly to the carriage.

= With the spar parallel to the bed ways, scribe
location reference lines on the bed. Remove the
assembly.
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Spar installation ...

Spar

Mark end hole
location

Remove the bracket assembly from the reading
head, and the encoder from the spar.

Position the spar to the scribed lines and mark one
end mounting hole location to the bed.

Drill and tap location for a 1/4-20 x 1/2” deep.

Align fo within .010"

TIR of the carriage
travel
Top of spar Bed way
Y A,
\\ { Carriage f |
f ]

Leveling block

Encoder installation ...

/ **M4 SHSS

Encoder

Flush side (1 & 2)

= Insert the encoder into the spar as done previously.

= Tighten the spar set screws starting from the
center, working out towards the ends.

Reading head and bracket installation ...

Carriage

Transfer punch remaining
mounting holes
Fasten the spar to the bed at one end.

Align the top of the spar to the carriage travel to
within .010” TIR.

Transfer punch the remaining mounting hole(s).

Remove spar, drill and tap locations for a
1/4-20 x 1/2” deep.

A

Top surface to be

parallel to the carriage

travel to within
.010" TIR

°|Carriage

1/4-20 x 1-1/4"
BHCS
@ & 1/4" Flat washer

017" Thk,

1 ' 1/4-20 x 1/2" SHSS
leveling screw

Front surface to be
parallel to the carriage
travel to within .010" TIR

Spar front surface
Attach the spar with the leveling blocks (if used) to
the bed. Insert leveling screws in blocks.
Align the front surface of the spar to within .010”
TIR of the carriage travel.
Align the top surface to within .010” TIR of the
carriage travel. Secure in place maintaining
alignments.

.

Transfer punch the fwo
mounting slot locations

= Move the carriage to its center of travel. Attach the
bracket assembly to the reading head.

= Position the assembly to the carriage, and transfer
punch the two mounting slot locations.

= Remove the assembly, drill and tap the locations for
1/4-20 x 1/2” deep.

1/4" Flat washer (2)

g
z /W Y @<
|§/ @\/%%

1/4-20 x 1" BHCS (2)

V.\\\"\"\\"

= Attach the bracket assembly to the carriage.
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JET 3PGH-RX Lathes, Longitudinal Z Axis

Reading head
Reading head

bracket \

(
/|
03 - 18" Gap

= Adjust the extension plate so that a .03” - .18” gap
is between the reading head and bracket.

= Align the bracket and head mounting holes.
= Secure bracket assembly in place.

Mounting plate Seft leveling screws (3)

= Insert the two *8-32 x 5/8” SHCS. Insure the
bracket is adjusted to provide proper screw head
clearance. Do Not Tighten Screws at this time.

= Set each leveling set screw by placing a .001” - .003”
feeler gage between the set screw and the bracket.

= Adjust each set screw until a slight drag is felt on
the feeler gage.

= Evenly tighten the two 8-32 SHCS.

Encoder button up ...

=
% Slide brackets back
away from the
reading head and
cable

—

Twist brackets
45° to remove

= Use allen wrench from set screw adjustment to
slide alignment brackets away from the reading
head.

= Remove alignment brackets and save.

= Move the axis through its full travel. Confirm that
the assembly does not interfere with the machine
movement.

Proceed with the Cross
Feed installation
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Encoder Installation Manual For:
JET 3PGH-RX Lathes, Cross feed X Axis

Cross feed Installation ...
* Supplied with Encoder hardware

ENC 150 Encoder
% /

* M6 Flat washer (2)

1/4-20 x 3/4" BHCS (2)

i

Ny
»'F:ﬁa))‘““‘
T2

* 8-32 x 1" SHCS (2)

Stop

5/16-18 x 3/4" SHCS (1)

Mounting Information...

These are application instructions for mounting the
Cross Feed “X” axis SENC 150 encoder.

Before proceeding:

Please read the instructions completely.
Mount Z axis prior to installing the cross feed.
Remove set screws from factory drilled holes.

Clean the mounting surfaces.

Save the alignment brackets with the Encoder
Reference Manual after installation is completed.

YYYVYYVYY

First Steps ...
Machine

v/ Move the carriage to its center of travel.
v/ Mark the axis so that it can be re-centered easily.

Keep the reading head centered during installation.

Encoder

v/ Unpack encoder in a safe, convenient location.

v Do not remove the reading head alignment
brackets until instructed.

Center reading head ...

Align
center
marks

Alignment bracket (2)

« Slide the reading head and brackets along the scale
case until the center marks on the scale case and
reading head are aligned.
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JET 3PGH-RX Lathes, Cross feed X Axis

Encoder orientation ...

(Crossteed] [

C- =1 Reading head
e . /

Spacer — |

=il

= These instructions will position the encoder
assembly to the carriage and bed as shown.

Encoder assembly

3
AN

F

~_—Stop

Cable exit ... Vinyxl cable grommet

T-10 Torx screw (2)

Armor cable hex crimp

= Determine the cable exit direction before installing
the encoder.

= To change the cable exit direction, remove the cover
plate and rotate the cable 180°.

Encoder installation ...

Parting line /

= Place the encoder against the cross feed with the lower
edge of the end caps flush with the parting line.

Encoder

Lower edge

/ of end cap

I
O

/ Top surface of the cross feed

Mark end mounting hole

Ce

‘

{ \(
{ [¥] ({
) )

-

< Mark one encoder end mounting hole location to the
cross feed.

< Remove the assembly.
« Drill and tap location for a 1/4-20 x 1/2” deep.

Align fo within
.010" TIR of the axis
Y travel or cross feed top surface Y

Top surface of the encoder

Transfer punch other end mounting hole

*1/4-20 x 3/4" BHCS and flat

washer

Fasten the encoder assembly at one end.
Align the top surface of the encoder.
Transfer punch the other end mounting hole.

Remove the encoder.

Drill and tap location for a 1/4-20 x 1/2” deep.

1/4-20 x 3/4"
BHCS & Flat
washer .017" thk.

(2)

Attach the encoder to the cross feed.

Align fo within
.010" TIR of the axis
" travel or cross feed top surface Y

Top surface of the encoder

Align the top of the encoder to within .010” TIR.
Secure encoder in place maintaining alignment.
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JET 3PGH-RX Lathes, Cross feed X Axis

Reading head installation ...

<
(( ®
7] () % (@]

Reading head mounting holes

Return the cross feed to the center of travel.

Transfer punch reading head mounting hole
locations to the carriage.

Drill and tap locations for 8-32 x 1/2” deep.

s
w__ _lj 8-32 x 1" SHCS
R (2)
4
=

Spacer
Attach the reading head with the spacer to the
carriage but Do Not Tighten screws.

Level}ng screw (3)

N

| L

g
m-+-F1|
pt S

A gap will exist between the reading head and
bracket, and the leveling screws must be used.

Set each leveling screw by placing a .001” - .003”

[

8-32 x 5/8" SHCS (2)

Gap

feeler gage between the set screw and the bracket.

Adjust each screw until a slight drag is felt on the
feeler gage.

Evenly tighten the two *8-32 SHCS to secure
the reading head in place.

E

—F =] Stop
T T
“‘—::ijg_

. S 5/16-18 x 3/4" SHCS
= / |
C_: Drill and tap mounting hole

e location.

= Attach the stop, centered below the reading head to
the carriage.

Encoder button up ...

Slide brackets back
away from the
reading head and
cable

Twist bracket
45°

e

= Use allen wrench from set screw adjustment to
slide alignment brackets away from the reading
head.

= Remove alignment brackets and save for possible
future use.

= Move the axis through its full travel. Confirm that
the assembly does not interfere with the machine

movement.
~7 T~
I \\ \
| ~ >I
- | S~ — |
: i | \I/ \
AN |
(/ L
N

= With both axis installations complete, route the
cables providing sufficient slack loops for machine
movement to the readout.

= Secure cables by fastening with clips or ties.

= Attach the linear encoder connectors to the readout.

= Complete the installation by following the steps in
“Checking Your Installation” section in the encoder
“Reference Manual”.

Acu-Rite Companies Inc.
One Precision Way * Jamestown, NY 14701
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